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Chapter | LDMStudio Installation

REMARKS: Please close your antivirus programs before the installation, in case of wrong warnings from your

antivirus programs.

1. Contents in the Disc:

— — readme. docx
I LIMStudia i LIMEtudio_setup Microsoft Office. ..
| | TBZ KB

Ell- readne pdf ['E! = USE-HID Command Il - SECHID Command
Adobe Acrobat Da. .. == | List. doex List. pdf
Ti8 KB —— | Microsoft Office... idobe Acrobat Do, .,

LDMStudio: Packed Program, please just copy it to your computer. Installation is not needed here;
LDMStudio_setup: Installation Program;
readme.docx: Installation Instruction in 2007 version Words;

readme.pdf: Installation Instruction in .pdf.

2. Software Installation

2.1 Open the folder LDMStudio_setup, double click setup.exe to start the installing

5 setupexe ...............
‘ ) Setup Launcheri
TDM=tudio BV

2.2 Click “Next>" when you get the below interface;

LDEstudio_E¥ — InstallShield Wizard [X]

Welcome to the InstallShield Wizard for
LDMstudio_EY

The InstallShield Wizard will ingtall LD studio_ BN on wour
computer. To continue, chck Mexst.

N

< Back [ Mext > l [ Cancel
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2.3 Enter the user name and company name, and then click “Next>"

LDEstudio E¥ — InstallShield Waizard

Customer Information

Fleaze enter vour infarmation.

Flzaze enter paur name and the name aof the campany far which you wark,

Uszer Mame:

Company Mame:

= |

< Back " Mewt = l[ Cancel

2.4 Click “Complete”, the program will choose a default path for the installation; we choose “Custom” and

click “Next>" for example.

LDE=ztudio_EY¥ — InstallShield Wizard

Setup Type

Select the setup lppe to install
Fleaze select a zetup type.

) Complete

All program features will be installed. [Requires the most disk space.]

(O] Eustu:urr/

Select which program features pou want installed. Recommended for
advanced users.

< Back " Mext > ][ Cancel
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2.5 Click Browse to revise the installing path, and then click “Nest>".

LDE=ztudio_EY¥ — InstallShield Wizard

Choosze Destination Location

Select folder where zetup will install files.

Setup will inztall LD Mstudio_EY in the following folder.

To install ta this folder, click Mest. To install to a different folder, click Browse and select
another folder.

Deshination Falder

C:A\Program FileshLDMztudio_EW My Product Mame'

< Back " Mext > ][ Cancel ]

2.6 Click “Next>" to continue.

LDEstudio E¥ — InstallShield Waizard

Select Features

Select the features zetup will inztall.

Select the features yau want ta install, and dezelect the features vou da not want ta install.

D'ezcriptian

DefaultFeature

1299 MB of space required on the C diive

J4286.00 MB aof space available on the C drive \

< Back " Mewt = l[ Cancel
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2.7 Click “Install” to start the installation.

LDEstudio E¥ — InstallShield Waizard

Ready to Install the Program
The wizard iz ready to begin installation.

Click. Inztall ta begin the installatian.

If you want to review or change any of pour installation zettingz, click Back. Chck Cancel to exit
the wizard.

N

< Back " [rztall l [ Cancel

2.8 Click “Finish”. The Installation is completed.

LDEstudio E¥ — InstallShield Waizard

InstallShield Wizard Complete

The InstallShield Wizard haz succezsfully inztalled
LD M studio_EY. Click Finish to exit the wizard,

~

< Back Cancel
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3. Program Uninstallation

3.1 Installation and Uninstallation is the same file. Open folder LDMStudio_setup, double click setup.exe to

start uninstalling.

1 T
‘ ) Setup Launcher]
IIM=tudia EV

3.2 Select “Remove” and then click “Next>".

LDE=ztudio_EY¥ — InstallShield Wizard

Welcome

Modify, repair, or remove the program.

“Welzome to the LD Mstudio_EY Setup Maintenance program. This program letz you modify the
current installation. Click one of the options below.

) Modify
Select new program features to add or select currently installed features to
TEMOYVE.

i) Repair

ﬁ Feinztall all program features installed by the previous setup.

® Hemuve/
@ Femove all installed features.

< Back Mext > l [ Cancel

3.3 Click “Y” when you get the below interface.

pEztudio_E¥ — InstallShield Wizard

Welcome
tdadify, repair, or remove the program.

whelcome to the LDMstudio BV Setup Maintenance program. This program lets you maodify the
current installation. Click one of the options belaw.

() Modify
)

Estudio_E¥ - InstallS5hield Wizar~d

lo wou want to completely remowe the ected application and all of 1ts featwr

[ Em | &m |

(*) Remove

@ Remove all installed features.

¢ Back Mext > ll Cancel
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3.4 Click “Finish” to end the uninstalling.

LDEstudio E¥ — InstallShield Waizard

Uninstall Complete

InztallS hield Yizard has finizhed uninstaling LDk ztudio_ BN

< Back Cancel
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Chapter Il Program Instruction

1. Connect the meter with PC.

1.1 Double click the icon LDMStudio to run the program

1.2 Interface of the Program

LDEStudio

RecMo  [MODE LINIT DIST1 DIST2 DIST2 |F|ESULT

o
H

& o
@ v

L

Disconnected

1.3 Connect the meter and PC with USD connector.
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1.4 “Connected OK” will be shown at the left bottom of the interface when the connection is successful. The

buttons in the interface can be operated.

LDE5tudio [Z| |E| r5__<|

Recho  [MODE UNIT DIST1 DISTZ DIST3 |F|ESULT

A

0.000 m

0.000 m
0.000 m

0.000 m

Laser Distance Meter
[P AT A TN TN T |

0.05m 120m

23 Read / % Export Records o=
@ Clear ¥ 5 ? About

Conmected 0K

2. Opertation
2.1 Obtain the measuring data.
Click “Read” once, laser release, click “Read” again to get the result.

€3 Read

2.2 Clear up the measuring data.
Click “Clear” to clear up the data on the screen.

@ Clear
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2.3 Obtain the measuring record.
Click “Export Records” to deliver the measuring records to the program.

=g Export Records

Recko |MDDE T DISTH DIsTZ DIST3 RESULT
1 Diztance m 0.000 m 0.000 m 0.000 m 0933 m
: 2 Diztance m 0.000 m 0.000 m 0.000 m 0841 m
| | 3 Diztance m 0.000 m 0.000 m 0.000 m 20058 m
4 Area m 2Efm 2E88m 0.000 m F180ma
B T Yolume m 2BE2 m 2EB35m 274 m 13.442 m3
E 5 Pythagaorean 1 akhb m 551 °C 2636 m 1.508 m 2162 m

2.4 Click “Export to Excel”, revise the file name and path in the popup and then click “save” to upload the
measuring records to PC in .xlsx file.

K';J Export to Excel

2.5 Print the records.
2.5.1  Press “Print” after uploading.

% Print

2.5.2  Click “OK” to preview.

Outpunt Options

Selected Printer
NWEHOL_ AR AN erox WorkCentre 3210 PCL 6

FReport Destination

" Printer I OK |
i* Preview Cancel
™ File | |
Forrmiat: | Setup
Options

Copies [

I
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2.5.3  Preview Interface

ﬂ Eeport Freview

File Page Zoon

== RS Page |1 ofl | & S = B Zoom [N % | B

Measurement record report

RecNo MODE  UNIT DIST1 DIST2 DISTS RESULT

1 Distance in 0o0in adin 0oin 4115800
2 Area in 43 358 1in 45318 in odin 1368 ft2
3 Wolume in 47 154 in 45144 in 46 1116 in 6177 i3
4 Pythaoorean 1 ad&h in 445°C 471516 in 3411600 3334in
= Pythagoresn 2 b in 523/810n 41 7igin 00 in 31 THMEIn

2.5.4  Click “Print”.

E Eeport Preview

File Fage

s | @ Fage

2.5.5 Click “OK” for printing.

Output Options

X

Selected Printer
MFIHOLE AN AN erox WorkCentre 3210 PCL 6

Print Fange
= Al

7 Selection Cancel
" Paages
| Setup

Options
Copies [ Collate

1 [ Duplex




